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TS2318, 10-PIN

REV. DESCRIPTION OF CHANGES

08/14/98 2.50MM CREEPAGE

            SPEC LIMITS
PARAMETER MIN.   TYP. MAX. UNITS

TURNS RATIO: 9-7 : 1-5 (SEC :PRI)  --------  1 : 1.25  -------- + 3%

FULL PRIMARY INDUCTANCE (1-5): 26.0 29.5  33.0 mHy
VOLTAGE = 0.250Vrms
FREQUENCY = 10 KHZ

PRIMARY DC BIAS CURRENT 0.0 --------  60.0 mA
THD < 70dB

PRIMARY LEAKAGE INDUCTANCE:  --------  95   150 µHy
VOLTAGE = 0.250Vrms
FREQUENCY = 10 KHZ

DCR:
FULL PRIMARY (1-5) -------- --------    8.0 Ohms
SECONDARY (9-7) -------- --------  12.0 Ohms

LONGITUDINAL BALANCE OF PRI.
1KHz TO 4 KHz  -60 -80 -------- dB
4KHz TO 160 KHz  -58 -70 -------- dB

Cw/w @ 10KHz (FULL PRI TO SEC) --------  76 150.0 pF

HI-POT: 50/60Hz
PRIMARY TO SECONDARY 3000 -------- -------- Vac

TABLE 1:  ELECTRICAL SPECIFICATIONS AT 25 OC
ISDN U ISOLATION TRANSFORMER.

FIGURE 1: SCHEMATIC DIAGRAM

FIGURE 2:  PHYSICAL DIMENSIONS IN INCHES, (mm)
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NOTE1:
REINFORCED INSULATION SYSTEM, UL1950, IEC950, CSA-950:
A)ALL MATERIALS MEET "UL", "CSA" & "IEC" REQUIREMENTS
B)130 OC REINFORCED INSULATION SYSTEM.
C)MARGIN WOUND FOR > 2.5mm CREEPAGE.CLEARANCE
D)VARNISH FINISHED ASSEMBLY.
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NOTE:

1) PRIMARY CENTER TAP IS FORMED

    BY CONNECTING PIN#2 TO PIN#4
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